
 

Altham Oak and Carpentry Ltd. 

Altham Corn Mill 

Burnley Road, Altham 

Accrington 

Lancs. BB5 5UP 

Fax: 01282 771618 

Email: info@oak-beams.co.uk 

Opening Times 

Mon.~ Fri.: 8.30 a.m. ~ 5.00 p.m. 
Saturday by appointment 

Reg. No. 26813R 

Vat No. 546439325 

British Woodworking Federation No. 003598 

Altham Oak and Carpentry is a Workers Co-operative 
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Tel: 01282  771618 

www.oak-beams.co.uk 

Innovative design  
traditional technique 

Oak beams 
 

Structural and decorative 

Altham 
Oak and 

Carpentry Ltd. 

Real adzed finish  

to a  hand cut 

beam. 

Power adzed finish 

to a band sawn 

beam 

Finishes 

Colour 
 

Fresh cut oak is pale yellow quickly 

darkening to a tawny colour.  

Heartwood is clearly darker than sapwood. 

Within 6 months of outdoor sunshine, oak 

will have begun to turn a silver grey colour 

due to ultra-violet degradation of the surface. 

If unfinished, our beams may be grey, yellow 

or a mixture. All air-dried beams will be 

grey. Should a uniform appearance be re-
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or machine adze. 

Hand cut oak beam 


